>DOME

Roof Centrifugal fans - Duct / Free exhaust

7

Comply with
ErP Directive 2009/125/CE
and UE Regulation 1253/2014

Residential Ventilation Unit.

DESCRIPTION

DOME is a versatile and robust range of centrifugal roof extract units available in 7 sizes and suitable for vertical
and horizontal installation and for free or ducted exhaust. It is an easy solution for a multipoint ventilation need.

DOME compact design and easy installation is made to satisfy the requirements of efficient ventilation in
residential, commercial and light industrial applications. Added benefits to the outdoor installation are a free
interior space, a maximized ventilation and a noiseless operation.

CONSTRUCTION

« Available in 7 sizes with performances rating from 318 m3/h to 1222 m%h and 415 to 838 Pa.

« Suitable for clean air temperature up to +60°C

« Can be supplied with square roof curb

« Cowl in highly resistant alluminium with epoxy finish highly protected against weather agents and salty air
 The cowl is removable for access to the motor and wiring connections

 Cowl’s screws in stainless steel resistant to atmospheric agents

* L ower casing in galvanized steel with epoxy finish

« Self-cleaning backward bladed impeller with high efficiency and low noise level

* Ball bearing motor, permanently lubricatedfor maintenance-free operation and continuous running
« Fan and motor assembly balanced for a quiet and vibration-free operation

* Protection guard in galvanized steel

 Speed controllable for highly efficient and economical airflow

« Fans comply with EN 60335-2-80, LVD 2014/35/UE and EMC 2014/30/UE

VERSIONS

DOME
DOME BA with square roof curb

EC MOTOR - High efficiency, electronically controlled, brushless motor

SPECIFICATION DOME
T I T T TR TR

DOME 100 (1)

DOME 125((1) 342 95 395 50 52
DOME 150 (1) 579 161 459 85 52
DOME 160 (1) 736 204 515 108 54
DOME 200 (1) 794 280 503 110 55
DOME 250 (1) 866 240 602 148 55
DOME 315 (1) 1222 339 838 247 55

* Lp(A) at 3 m in free field 230V - 50Hz
(1) Erp specifications 2018: models to be preferably installed with a local regulation Kit: E-VSD see pag. 46.
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DIMENSIONS DOME
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DOME100 98 333 225 300 265 36

4 DOME125 122 333 225 300 265 36 31 46
. — T DOME150 147 405 266 400 360 36 42 62
C DOME160 157 405 266 400 360 36 5 62

\E/ | j DOME 200 198 405 266 400 360 36 b5 6,8
O

DOME 250 248 405 266 400 360 36 6 73
DOME 315 314 484 322 400 360 36 7 10

Net weights
¢ B * Models with square roof curb

INSTALLATION DOME
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